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Popis miestnosti,prostredia a predpisanych parametrov

osvetlenia:
oM. UBEL MIESTNOSTI PO | omBo2000-6-51 e
1.01 Garaz 53 AD1,AB5 200
1.02 Sklad 16 AD1,AB5 100
1.03 Chodba 53 AD1,AB5 100
1.04 Denna miestnost’ 16 AD1,AB5 200
1.05 Satria 53 AD1,AB5 200
1.06 Umyvaren 16 AD1,AB5 150
107 WC 16 AD1,AB5 100

Popis svietidiel,svetelnych zdrojov,pristrojov a inst.materialu:

Znacka Popis Druh svietidla Svietidlo/P/\W/,U/N/ fIHz/ -/
— 18s Sviet.Ziariv.strop. 2x36W,230V,50Hz,1P20
— 3Ss Sviet.Ziariv.strop. 2x36W,230V,50Hz,1P44

X 3Cn Sviet.LED nast. 1x20W,230V,50Hz,IP44
X 3Bn Sviet.LED nast. 1x13W,230V,50Hz,IP44
> 1As Sviet.LED strop. 1x9W,230V,50Hz,IP20
> 1Bs Sviet.LED strop. 1x13W,230V,50Hz,1P20
) o 1Nn Sviet.LED nast. 1x11W,230V,50Hz,IP20,1h
) o 3Nn Sviet.LED nast. 1x11W,230V,50Hz,IP44,1h
(0} Xr1 Krabica instalaéna 400V, |P44
'\0 Qa Spina¢ jednopélovy 10A,250V,50Hz,IP20
'\o Qe Spina¢ jednopélovy 10A,250V,50Hz,1P44
\Q, Qc Spinac striedavy 10A,250V,50Hz,IP20
\O\' Qg Spinac striedavy 10A,250V,50Hz,1P44

Zakladné udaje:
Napatové sustava :3+PE+N,-50Hz,230/400V,TN-C-S

Ochrana pri poruche : Ochrannym pospajanim a sam.odpojenim nap.podfa STN 33 2000-4-41,¢1.411.3 az411.6

Doplnkova ochrana - prddovym chrani¢om podla STN 33 2000-4-41,81.411.3.3

Pospajanim podia STN 33 2000-4-41,¢1.411.3.1

Prostredie : Normalne AD1 AB5S
AB7,AD2 AR2
AB8,AD3 AF2 AN2 AR2

Pokyny pre montaz :

- rozvody previest kablami CYKY-J,0 pod omietkou,v liSte a v pvc trubke v strope podla popisu vo vykrese
- svietidla umiestnit podla podmienok vyrobcu,dodrzat vzdialenosti a uloZzenie

Zodp.projektant Ing.Jan Kosa
Vypracoval Ing.Jan Kosa J.K.E.s.r.o.
7 . T Breznicka 280
Mesto Filakovo,Radni¢na 25,986 01 Filakovo
Investor ’ ’ 985 02 Breznigka
Miesto stavby parc.g.: -
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