V PRIPADE ZISTENIA ODLISNOSTI V STAVEBNYCH KONSTRUKCIACH NA STAVBE OPROTI PREDPOKLADANEMU STAVU UVADZANEHO V
PROJEKTE, PRED ZAHAJENIM STAVEBNYCH PRAC OKAMZITE VOLAT ZODPOVEDNEHO PROJEKTANTA!
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Povodna hydroizolacia z asfaltovich pasov
ODIZOLOVANA |STENA (PODREZAVANIE V MINULOSTI) Cementovy poter hr. 30 — 40 mm
Podkladny betdén hr. cca. 90 mm +0,000 —PODLAHA V SATNIACH
Zhutneny nasyp
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LEGENDA MATERIALOV:

— Biracie préce

LEGENDA BURACICH PRAC:

@ — DemontdZ vchodvych hlinfkovych dveri za G€elom spdtnej montaze

— Pdvodné kon¥trukcie (Obvodové murivo z pinfch pdlenfch tehal)

@ — Odsekanie a vyrovnanie zodikmenia nadpra¥ia. — odsekat a# po 7B preklad

@ — Vybdranie ocelovej Skrabky vratane rému

@ — Vyblranie betdnovfich vyrovndvajicich schodov vritane zdkladov a nésypov

@ — Vyblranie chodnika a spevnenfch ploch z prirodného kamef vrdtane podkladnych vrstiev

— Vybiranie odutjch, nesidrznjch a popraskanjch &asti (wratane odstranenia hydroizoldcie) v
rozsahu cca. 10 % plochy — vygistenie podlahy (zametanim)

@ — Stdvajice podrezanie muriva — skrdtenie, odrezanie pozdlZ muriva.

Projekt pre ohlasenie stavebnych uprav

Projektant “Ing. Attila Farka$ - Projektovanie stavieb” je majitel'om autorskjch prdv pre tento projekt: Kopfrovanie, dlebo poufitie projektu alebo
jeho Easti pre inf Gtel, alebo stupef ako bol spracovan§ je moné len s jej sthlasom. poruenie prdv je trestné v zmysle zékona & 185/2015 Z.z.

HLAVNY PROJEKTANT

ING. FARKAS ATTILA

ZODPOVEDNY PROJEKTANT

ING. FARKAS ATTILA

VYPRACOVAL

ING. FARKAS ATTILA

INVESTOR: Mesto Fil'akovo, Radning 25, 986 01 Fil'akovo

Ing. Attila Farkas
- PROJEKTOVANIE STAVIEB
Pincina 119, 984 01

mobil: 0911 613 743
email: ing.farkasattila@gmail.com

1CO: 47 909 374, DIC: 1075746419

STAVBA: o N C.ZAKAZKY: C. SADY:
Rekonstrukcia podlahy telocviéne 01,/2021
5.6. 1780, Fiakovo DATUM:
04/2021
¢AsT: FORMAT:
3 x A4
OBSAH: Skutkovy stav - rez A-A*, rez B-B* a pohlad na vstup MIERKA: 150 CYHR: 03.

594x370mm




